ATV Trail Building Recommendations—At the Time of
Temporary Road Rehabilitation
If an ATV Trail is needed, the following requirements should be met:
1. Approaches to the ATV trail will be less than a 15% grade,
free of any obstacles, and ditches will be passable. This is to
ensure reasonable access to the trail for a quad and trailer.

4. In low depression areas the excavator operator can consider
leaving the rehabbed road and building the ATV trail on elevated
ground where possible.



5. All travel surfaces will be level and not off camber (i.e. outsloped or in-sloped).

2.

Bio Geo ESSF.
Elevation 1750m.
The slope of the
block is 20-25%,
and the height of
the ditch is 2m.
The bottom of the
temp road was
left in place and
the ditch was not
re-contoured.

6. Smooth out approaches to creeks and ensure the travel surface
remains level and not off camber.
7. Build a turn-around at the end of the ATV trail.
8.

All fish stream crossings will have a ford constructed in a manner that facilitates the use of a ramp or support system.

 Nice job on the ATV trail. Good
rehab on dry rocky ground. Note
the placement of CWD on the right
side of the road and the quad trail
is on the left side of the road.

The ATV Trail must be a minimum width of 2 metres and
have no large obstacles within the travel corridor.

 Note the ATV trail—
not overbuilt but usable.
Also the placement and
amount of CWD that
does not block the ATV
trail.


3.

All ATV trails will have waterbars established when the
grade exceeds 10%. The waterbars will be established at a
frequency that will ensure adequate water control. NOTE:
Waterbars should be built close to perpendicular to the
running surface of the ATV trail.

 Example of a waterbar/
cross drain built close to
perpendicular to the running surface of the ATV trail.

Another ATV trail example.
Note, however, the regen
along the top of the left
bank. The bank was pulled
down to ease the slope but
none of the regen at the
top of the bank was disturbed.

CWD = Coarse Woody Debris

Please Note: This document describes basic guidelines for
construction of ATV trails. Be aware that there are many
factors/conditions that may influence adjustments to the
described recommendations. This is not a legal document.

